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PULSATOR

RATE ADJUSTMENT

  The 80 Pulsator is adjustable. Using the allen key sypplied, turn the speed gorvernor gently-CLOCKWISE to
DECREASE speed, ANTI-CLOCKWISE to INCREASE speead to obtain the rate you reguire. (See Fig.1)

Ensure that the main slide is clean before makin any adjustment.

MAINTANCE

- DO NOT GREASE THE MOVING PARTS

- Clean the filter (Fig. 2-6) at least once per month.

- EVERY 2 MONTHS carefully clean the working parts and the pulsator body using tepid water and mild deter
  gent. Use a soft not-metallici brush to loosen any stubborn dirt. Rinse all parts in clean water and dry.

- Follow the instructions in the diagrams (Fig. 3-4-5-6) for dismantling and assembly procedures.

- Under very damp and dusty conditions the above maintenance should be carried out at least once a month.

- WHENEVER MILK HAS BEEN SUCKED INTO THE PULSATOR (eg. from a split liner) the pulsator must be
  immedieately washed throught and dried.

- It is recommended thast the pulsator rate and the milking ratio be checked by means of a pulsator tester at least
  once a year. This should be carried out by an authorised service centro or by a milking machine service techniclan.

- Whenever a general overhaul of the pulsator is necessary, contact your local dealer.

Fig.2 - Filter Cleaning

Fig.1 - Rate adjustment Fig.3 - Dismantling main slide and small slide (Phase 1) Fig.5 - Main slide removal (A) and insertion (B)

Fig.4 - Dismantling main slide and small slide (Phase 2) Fig.6 - Cleaning
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